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• Start: Oct 1, 2016
• End: Sep 30, 2021
• Percent complete: 70%

Barriers of batteries
- High cost (A)
- Low energy density (C)
- Short battery life (E)
Targets: cost-effective and high-energy 

electrode materials and batteries

• Total project funding
$50,000k from DOE

• Funding for FY19
$10,000k

• Funding for FY20
$10,000k

Timeline

Budget

Barriers

• Collaboration
- Battery 500 PI’s 
- BMR program PI’s
- Stanford: Prof. Zhenan Bao, Prof. Jian Qin, 
Prof. Steve Chu, Prof. Wah Chiu, Prof. Robert 
Sinclair, Prof. Paul McIntyre 

Partners

Overview
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Project Objective and Relevance

- Develop lithium-metal based full batteries with 500 Wh/kg specific 
energy to power electric vehicle and decrease the high cost of 
batteries.
- Design and fabricate Li metal anodes with high capacity, high 
coulombic efficiency and long cycle life.
- Screen electrolyte and additives for stable anodes and cathodes.
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Milestones

FY19
Q1, Test new Li architectures using B500 protocols (completed)
Q2, Implement polymer or composite films  to demonstrate 20% cycle life improvement with thin lithium (50 
um) (completed)
Q3, Test thin Cu composites current collector using single layer pouch cells (completed)
Q4 , Quantifying inactive Li using procedures and recipes used by B500 tasks (completed)

FY20
Q1, Quantifying inactive Li using B500 electrolytes and protocols (completed)
Q2, Develop new 3D anode structures and test such using coin cell standard protocols to achieve 300-350 
Wh/kg (cell-level) for 200 cycles  (completed)
Q3, Develop new polymer protective layers for Li anode, test and report such using coin cell standard 
protocols (in progress)
Q4, Select 3D Li architectures and polymer protective layers for pouch cells (single layer and multilayers) (in 
progress)
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Approach

Structure and property characterization
1) Transmission electron microscopy
2) Cryogenic electron microscopy
3) In operando X-ray diffraction and transmission X-ray microscopy

Cell design, fabrication and validation
1)   Establish cell parameters and requirements for coin cells and pouch cells
2)   Integrate nanostructured materials in full cells 

3D Li metal host anode and interfacial modification
1) Design and synthesize Li metal with 3D host composite to overcome volume expansion 

and contraction problems.
2) Design surface modification techniques to generate stable interphase by gas phase 

reaction and advanced polymer coatings
3) Screen electrolytes which can generate stable interface.
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#1 Long cycling of coin cells with 3D anode (3D carbon nanofiber) that 
meets the pouch cell requirements for 300 to 350 Wh/kg (332 Wh/kg here)
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Ø Coin cell
Ø 4.1 mAh/cm2 NMC811
Ø Li/C-paper composite anode (~100 µm thick)
Ø N/P ratio: 2.2 
Ø E/C ratio: 3 g/Ah electrolyte (LiPF6-EC/EMC/VC) 
Ø C/5 charge, C/3 discharge

200 cycles, 
90%

Work performed by Chaojiang Niu, PNNL.

FY20 Q2 milestone, “Demonstrate coin cells with 3D anode structure at 300-350 Wh/kg for 200 cycles.”

Technical Accomplishments and Progress
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#2: 20 μm Li-rGO||LFP cell

Electrolyte: 6 g/Ah LP40 with 10% FEC and 1% VC additive
Cathode : LFP 4.5 mAh/cm2

Anode: 20 μm thick Li@rGO host (~ 4 mAh/cm2)
Cycling: 0.05 C activation, 0.5 C cycling, 2.5~4V

0 50 100 150 200
2

3

4

5

6
 

Ar
ea

l c
ap

ac
ity

 (m
Ah

 c
m

-2
)

Cycle number

100% capacity retention

0

20

40

60

80

100

120

0.05 C

C
ou

lo
m

bi
c 

ef
fic

ie
nc

y 
(%

)

0.5 C cycling

0 2 4 6
2.5

3.0

3.5

4.0

Cycle 200

 

 

 Cycle 150
 Cycle 100
 Cycle 50
 Cycle 5

Vo
lta

ge
 (V

)

Areal capacity (mAh cm-2)

Work performed by Hao Chen and Hansen Wang, Stanford

Technical Accomplishments and Progress
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#3: 50 μm Li-rGO||NMC811 cell

Electrolyte: 3 g/Ah M47 electrolyte (PNNL)
Cathode : NMC811 (commercial from Targary) ~4.2 mAh/cm2 

Anode: 50 μm thick Li@rGO host (~ 10 mAh/cm2)
Cycling: 0.1 C activation, 0.2 C charging, C/3 discharging, 2.8~4.4V

Work performed by Hao Chen and Hansen Wang, Stanford

Technical Accomplishments and Progress
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Stable Interface
Nature Nanotechnology 9, 618 (2014).
Nano Letters 14, 6016 (2014).
Nature Communication 6:7436 (2015)
Nature Communication 9:3656 (2018)

Solid-state electrolyte
Nano Letters 15, 2740, 2015.
Nano Letters 16, 459 (2016).
Nature Energy 2, 17035 (2017).
Science Advances , 3, eaao0713 (2017).
Nature Nanotech (2019, in press) 

Stable Host
Nature Nanotech. 11, 626 (2016)
Nature Commun. 7, 10992 (2016)
Nature Energy 1, 16010 (2016)
PNAS 113, 2862 (2016)
Nano Lett. 17, 3731 (2017)
PNAS 114, 18 4613 (2017)
Sci. Adv. 3(9), e1701301 (2017)

Materials characterizations
Science 358, 506 (2017)
PNAS, 114, 12138 (2017)
Nano Lett. 17, 5171 (2017)

Technical Accomplishments and Progress
Li Metal Anode Research Program at Stanford/SLAC
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Cryogenic Electron Microscopy for BaHery Materials

Yuzhang Li, Yanbin Li, Yi Cui Science 358, 506, 2017.

Technical Accomplishments and Progress
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Individual Li metal atoms can 
be resolved by Cryo-EM

<211>

⊙
[111]

1 nm

{211}

1.44 Å

dose rate ~1000 e Å–2 s–1
for ~30 s.

Yuzhang Li, Yanbin Li, Yi Cui Science 358, 506, 2017.

Technical Accomplishments and Progress

Li{110}

5 nm

SEI

FEC Electrolyte

First atomically-resolved SEI structure
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Also see others’ CryoEM works on batteries
Shirley Meng (UCSD)
Lena Kourkoutis (Cornell)



1) How does SEI structure depends on electrolyte composition?

3) How does SEI structure depends on potential?

2) How does SEI structure correlate with cycling efficiency?

Ques%ons to be answered about SEI

4) How does SEI structure depends on temperature?

5) What is the best SEI?
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13Yuzhang Li, William Huang, Yanbin Li, Allen Pei, and Yi Cui Joule (2018, 2,1-11)

Technical Accomplishments and Progress
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Yuzhang Li, William Huang, Yanbin Li, Allen Pei, and Yi Cui Joule (2018, 2,1-11)

Cryo-EM Images

95% Coulombic efficiency with FEC additive

80% Coulombic efficiency without FEC additive

Technical Accomplishments and Progress
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CuO Nanowires

William Huang, David Boyle, Yi Cui, ACS Nano 13 , pp 737–744, 2019.

How does SEI evolve with poten2al?

Technical Accomplishments and Progress



SEI nanostructure emerges at low potential
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EC/DEC + 10% FEC

Technical Accomplishments and Progress
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DOL/DME , 1M LiTFSI, 2% LiNO3 
0hr 100hr 200hr

Discovery of Galvanic corrosion of Li metal involving a Kirkendall-type mechanism

Dingchang Lin, Yayuan Liu, Nature Chemistry 11, 382–389, 2019

Technical Accomplishments and Progress

Cu foil with LiF coating

Cu foil without LiF coating



18Jiangyan Wang, William Huang, Allen Pei, Yi Cui Nature Energy 4, 664–670, 2019
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Impedance evolution analysis
The enhanced electrochemical performance at elevated tempera-
ture is also corroborated by electrochemical impedance spectros-
copy (EIS) (Fig. 5). All EIS was carried out with Li stripped to a 
voltage of 1 V versus Li+/Li. The equivalent circuit model of the 
impedance spectra is shown in Fig. 5a, where Rs reflects the com-
bined resistance of the electrolyte, separator and electrodes, RSEI and 
CSEI are the resistance and capacitance of the SEI layer, which cor-
responds to the high-frequency semicircle, Rct and Cdl are the charge 
transfer resistance and double-layer capacitance, corresponding to 
the medium frequency semicircle, and Zw is the Warburg imped-
ance attributed to the combined effect of Li ions diffusing across the 
electrode–electrolyte interface, which appears as a sloped line in the 
low-frequency region.

The calculated resistance (which includes both RSEI and Rct) 
after various cycles at different temperatures is shown in Fig. 5c,f. 
Evidently, the resistance decreases as the temperature increases, 
showing 224, 134, 32 and 7 Ω, respectively after the first cycle for 
the cells operated at −20, 0, 20 and 60 °C. We attribute the lower 
resistance at higher temperatures to decreased electrolyte viscosity,  

which enables better electrode/electrolyte contact, weaker polar-
ization and lower energy barriers for ion transfer34. As supported 
by Fig. 2c,d and Supplementary Fig. 1, cells operated at 60 °C dem-
onstrate the smallest voltage hysteresis between lithiation and deli-
thiation, demonstrating low polarization and enhanced kinetics. 
In addition, the resistances of all cells increase after cycling for 100 
cycles (cells operated at −20 °C failed after 25 cycles) with the excep-
tion of those operated at 60 °C. Cell resistances increase by 191% 
after 25 cycles for the cells operated at −20 °C (cells fail after 25 
cycles, so the impedance data thereafter are not presented), while 
resistance increases of 56 and 28% were obtained after 100 cycles 
for cells operated at 0 and 20 °C. Conversely, for cells operated at 
60 °C, the resistance decreases slightly from 7 Ω to 5.5 Ω after the 
fifth cycle, and becomes stable after 50 cycles (4.2 and 4 Ω after the 
50th and 100th cycle).

The continuous increase in cell resistance during cycling at 20 °C 
and below contrasts with the stable cell resistance at 60 °C, which 
agrees well with the above observed improved CE and cycling  
stability at elevated temperature (Fig. 2 and Supplementary  
Figs. 6 and 7). This enhancement can be explained by the improved 
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Fig. 2 | Enhanced performance at elevated temperature demonstrated by Cu/Li cells. All Cu/Li cells were cycled in DOL/DME/LiNO3  electrolyte using 
1!M LiTFSI salt. a, CE of Cu/Li cells cycled at −20, 0, 20 and 60!°C, respectively, at a current density of 1!mA!cm−2 and a deposition capacity of 1!mAh !cm−2. 
b, Long-term cycling of Cu/Li cells at 20 and 60!°C. c,d, Voltage profiles of different cycles for Cu/Li cells cycled at 20!°C (c) and 60!°C (d).
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kinetics at high temperature and optimization in the SEI nanostruc-
ture35. First, the much enhanced electrochemical kinetics at higher 
temperatures (Arrhenius-type kinetics) facilitates Li ion redox and 
decreases the charge-transfer resistance, which is consistent with the 

EIS results observed for cells operated at 60 °C (ref. 36). Second, the 
amorphous SEI polymer matrix formed at a low temperature tends 
to dissolve into electrolyte and easily fractures during lithiation 
/delithiation cycling. The repeated SEI breakdown/repair induces 
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Fig. 3 | Cryo-EM reveals an emergent SEI nanostructure formed at elevated temperature. a–h, Li metal was deposited in DOL/DME/LiNO3 electrolyte 
using 1!M LiTFSI salt at 20!°C (a–d) and 60!°C (e–h) at a rate of 1!mA!cm−2 with a capacity of 0.4!mAh!cm−2: cryo-EM images of Li metal particles showing 
the particle size (a,e); cryo-EM images of the SEI interface showing the SEI thickness (b,f); magnified images of the blue region (c) outlined in b and the 
green region (g) outlined in f, showing the structure of the SEI interface; schematics of the observed amorphous SEI structure on a Li particle grown at 
20!°C (d) and a thicker layered SEI nanostructure on a Li particle grown at 60!°C (h).
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Fig. 4 | Elevated temperature nucleates larger Li particles and optimizes the electrode/electrolyte contact area. Li particles were deposited on a Cu 
substrate in DOL/DME/LiNO3 electrolyte using 1!M LiTFSI salt under various temperatures at a current density of 0.25!mA!cm−2 with a capacity of 
0.15!mAh!cm−2. a–i, SEM images of Li metal particles deposited at −20!°C (a), −10!°C (b), 0!°C (c), 10!°C (d), 20!°C (e), 30!°C (f), 40!°C (g), 50!°C  
(h) and 60!°C (i). j, Histograms of Li metal particle size distribution after deposition at different temperatures. Inset: enlarged images of histograms 
of particle deposition at −20!°C and −10!°C. The superimposed line shows a fitted Gaussian distribution. k, Voltage profiles of deposition at various 
temperatures. Inset: enlarged image of the red circled region to show the nucleation plateau more clearly. l, Plot of Li metal particle size versus inverse 
overpotential of Li deposition. The average size (black dots) and standard deviation (size variation, error bars) were calculated with statistics of the  
sizes of ~150 particles using Origin software. Red line, linear relationship between particle size and inverse overpotential.
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DOL/DME/LiNO3 electrolyte 

Technical Accomplishments and Progress
Temperature Dependence of SEI Structure and Coulombic Efficiency



None.

Responses to Previous Year Reviewersʼ Comments
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Collaboration and Coordination 

Battery 500 PI’s: 
Jun Liu
Jie Xiao
Jason Zhang
Wu Xu

SLAC/ Stanford University:
Prof. Zhenan Bao
Prof. Mike Toney 
Prof. William Chueh
Prof. Reiner Dauskardt
Prof. Steven Chu
Prof. Jian Qin
Prof. Wah Chiu
Prof. Robert Sinclair
Prof. Paul McIntyre



- It is challenging to generate Li metal with high coulombic efficiency and long cycle
life to meet the Battery500 goal
- The best electrolyte and SEI structure are yet to be determined.

Remaining Challenges and Barriers
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Proposed Future Work
- To further develop approaches for 3D Li metal anodes with stable interfacial

modification, nearly zero-volume change both globally and locally.

- To develop electrolytes to form stable SEI assisted by cryoEM study.

- To develop polymer coating layer to facilitate the formation of stable SEI.



• Objective and Relevance: The goal of this project is to develop stable and high capacity Li metal 
anodes and the full battery cells to enable high energy lithium metal-based  batteries to power 
electric vehicles, highly relevant to the VT Program goal.

• Approach/Strategy: This project combines advanced nanomaterials design, synthesis, 
characterization, battery assembly and testing, and guided by cryogenic electron microscopy study.

• Technical Accomplishments and Progress: This project has produced many significant results, 
meeting milestones. They include identifying the key issues in lithium metal batteries, using 
rational materials design, synthesis, characterization and simulation. The results have been 
published in top peer-reviewed scientific journals. The PI has received numerous invitations to 
speak in national and international conferences.

• Collaborations and Coordination: The PI has established a number of highly effective 
collaborations.

• Proposed Future Work: Rational future plan has been proposed.

Summary
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